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1. INTRODUCTION

This manual provides information on the safe operation; servicing and repair of the
following models of Fairport Vibrating Poker Drive Units:

PDU — Honda GX160
DDU - Hatz 1B20

2. TECHNICAL DATA

PDU DDU
Eng. make Honda Hatz
Eng. model GX160 1B20
Fuel Petrol Diesel
Engine Speed, rpm 2800 2800
Weight, kg 23 39
Length, mm 405 450
Width, mm 445 475
Height, mm 515 625
Guaranteed Sound power dB (A) 91 Lwa | 101 Lwa

3. SAFETY PICTOGRAMS USED ON THIS EQUIPMENT

Read the manual before operating or servicing this equipment.

Wear Ear Protectors w

Wear Eye Protection

Wear Gloves

Wear Safety Footwear

V.

FAIRPORT (¢ FAIRPORT

CHECK OIL
speed (factory set at 2300
: DAILY

PDU General Safety DDU General Safety
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4. SAFETY

e Read the safety instructions in the manual supplied with the equipment that
this Power Unit is driving.

e Read these operating and safety instructions before using the machine and

operate the machine in accordance with these instructions.

Do not run motor in confined space.

Do not run motor unless all guards are in position.

Do not carry out any maintenance whilst engine is running.

Disconnect spark plug on petrol engines before carrying out any maintenance.

Do not run motor in areas that have a hazardous or explosive atmosphere.

This machine must not be modified in any way without written permission from

the manufacturer. Unauthorised modifications are likely to invalidate the

warranty and also result in the machine not conforming to safety regulations.

e Always comply with site safety regulations.

e Inspect the machine for damage or improper function

e To prevent accidental starting of the machine the spark plug lead must be
removed before any maintenance or adjustments are carried out on the
machine.

e When operating machines in confined areas, the exhaust fumes must be
ventilated. Do not operate in an explosive atmosphere.

e Understand and obey the safety labels and instructions attached to the
equipment.

o Do not attempt to operate defective equipment.

e Ensure maintenance procedures are carried out as specified.

e Always comply with local and site safety regulations.

5. OPERATION

Ensure the Drive Unit is positioned safely.

Check that any tools to be used are compatible with the connection provided on the
Drive Unit.

Start the motor in accordance with the manufacturers’ handbook.

Allow the motor to warm up for 3 to 4 minutes.

Never disconnect the Vibrating Poker or Pump with the motor running. Stop the
motor before connecting or disconnecting the Vibrating Poker or Pump.

When disconnecting the Vibrating Poker or Pump from the Drive Unit Housing, pull
up the Plunger and slide out the tool.

To shut down, first move the engine throttle lever to the ‘idle’ position and then turn
the engine switch to the off (0) position. After the engine has stopped turn the fuel
tap to the off position.

NOTE: The governors of petrol and diesel engine drive units have been set at
2,750/2,850 rpm maximum. It is essential that the engine speed is not increased
over 3,000 rpm as this will induce stress which may result in the failure of the poker
head or flexible shaft and therefore invalidate any warranty. CHECK ENGINE
SPEED.
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6. FAULT DIAGNOSIS

e ENGINE TURNS OVER BUT WILL NOT START
Check: Ignition switch is on (position 1)
Fuel tap is on
There is fuel in tank
Engine oil level is correct
The choke is in correct position (closed if engine is cold, open of engine
is hot).
If engine still does not start refer to engine manufacturer’'s handbook.
e ENGINE WILL NOT TURNOVER
If the engine will not turn over refer to the engine manufacturer’'s handbook.
¢ POOR TOOL PERFORMANCE
Check that the motor speed is as specified in this manual.
Check the connection between the Drive Unit and tool.
Tool fault — check tool handbook.
e ENGINE STOPS SUDDENLY
Check fuel level in tank.
Check oil level.

7. SERVICE AND MAINTENANCE

Routine Servicing
7.1 Engine:

Refer to engine manufacturer’s handbook.

7.2 Drive Unit:

Before Starting:
Check engine oil level.

At End of Shift:
Clean the machine using water and/or steam.
Check for oil leaks.

General Maintenance

To ensure continued reliability, servicing should only by carried out by a skilled fitter.

The following general precautions must be observed when servicing equipment:

e All parts should be laid out on a clean resilient surface. Special attention should
be paid to the identification of parts and their dismantling sequence.

e The safety management of the company where the work is being carried out must
approve all solvent cleaners in use. The COSHH regulations must be read and
understood.
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8. DRIVE UNIT SPARE PARTS LIST

ltem Part No. Part No Description Qty

PDU DDU Hatz

Honda Diesel

Petrol
- 92726 92728 Complete Drive Unit — Warsop Drive
- 92198 92678 Complete Drive Unit — Metrix Drive
- 92776 92779 Complete Drive Unit — Dynapac Drive
1 W81731 W82194 | Engine 1
2 W60902 W60895 | Frame 1
3 W60411 Housing - Warsop 1
3 W51271 Housing - Metrix 1
3 W60479 Housing - Dynapac 1
4 W60020 Plunger Assembly — Warsop / Dynapac 1
4 W60025 Plunger Assembly — Metrix 1
5 W60804 Spacer - Warsop 1
5 W60821 Spacer - Dynapac 1
6 W60434 Drive Dog — Warsop / Dynapac 1
6 W50666 Drive Dog - Metrix 1
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7 W14690 Engine Key 1
8 W439/8 M8 Shakeproof Washer 4
9 W408/5/16 5/16” UNF x 17 Hex Setscrew 4
10 W437/8/45 M8 x 45 Hex Setscrew 4
10 W437/8/35 | M8 x 35 Hex Setscrew 4
11 W81661 Rubber Washer 4
12 W50696 Steel washer 4
13 W418/8 M8 Plain Washer 4
14 W432/8 M8 Spring Washer 4
15 W440/8 M8 Nut 4
* W452/5/12 5/16”UNF x 3/4” Socket Capscrew — 1
Metrix Only
* P83047 M8 Schnoor Washer 1
* W22101 \ W22102 | Safety Decal 1

* Not illustrated
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9. REPAIRS AND ESTIMATES

When returning a machine, or an assembly for repair, always include an Advice Note
quoting model and serial number of the machine.

An official order must also be forwarded to FCE giving detailed instructions. No
repair work can be carried out unless covered by an official order.

An estimate will be submitted before proceeding with any repair. To partly cover the
cost in dismantling, cleaning and inspection, a small charge will be made; this
however will be waived upon receipt of your official instructions to proceed with the
repair.

In the event of the estimate not being accepted, a further charge will be made to
defray the rebuilding of the machine.

Estimates must be treated as approximate only as it may be found necessary to use
additional parts on further examination.

8 Issue 0-Feb 11



10. WARRANTY CONDITIONS AND CLAIMS PROCEDURE

All products supplied by Fairport Construction Equipment Ltd (hereafter referred to as
FCE) are warranted to be free of defects due to faulty materials or workmanship for a
period of 12 months from the date of original despatch from FCE or as specified
below:

All spare parts used in repairs carried out by FCE or an authorised dealer or
repairer — 3 months.

If the goods have been purchased through a stockist the above warranty periods also
apply from receipt of the goods by the user of the equipment up to a total of a further
6 months from date of despatch from FCE whichever is earlier.

Filter elements, gauges and oils are specifically excluded from this warranty.

FCE shall, at their option, repair or replace during normal working hours goods
accepted as faulty free of charge to the user.

For proprietary items such as engines, the original manufacturer’s warranty and
conditions shall apply.

CONDITIONS

The goods shall be returned at the purchaser’s expense to FCE or to a destination
FCE may reasonably direct. Carriage costs will be refunded if warranty is accepted.
Warranty claims will not be considered where there is evidence that failure has been
caused by carelessness, improper use, negligence, inadequate servicing, incorrect
engine speeds, fair wear and tear or non-compliance with instructions issued by the
manufacturer.

To the extent permitted by law, the liability of FCE under this section is confined only
to providing a remedy for defective goods and does not extend to any consequential
loss, loss of profit, injury or damage suffered.

Warranty will not be accepted on dismantled goods unless dismantling was carried
out with the written permission of FCE.

No claim shall be considered if other than genuine parts supplied by FCE have been
used.

Products are only covered by this warranty in the country to where they were
supplied by FCE.

Warranty on products applies only to the original user of the equipment.

This warranty shall not apply if the serial number or other identifying numbers or
marks applied by FCE have been removed, defaced or are otherwise illegible.

CLAIMS PROCEDURE

Check that the goods are still under warranty before returning them to FCE (see
above for warranty periods).

Return the goods to FCE with an order number for the work to proceed. If warranty
is accepted no charge will be made. If warranty is not accepted a quotation will be
given for the repair and the conditions under the section headed REPAIRS AND
ESTIMATES will apply.

In the customer’s interest, goods must be accompanied by documentation detailing
the nature of the fault or its symptoms. Phrases such as ‘Faulty’ are unacceptable
and will result in delays and possible charges to defray costs incurred in identifying
the fault. In the case of hydraulic breakers and power packs, both the breaker and
the pack should be returned
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EC DECLERATION OF CONFORMITY

WE, FAIRPORT CONSTRUCTION EQUIPMENT LTD, BLAGDEN ST, SHEFFIELD,
SOUTH YORKSHIRE, S2 5QS

DECLARES THAT THE PRODUCTS:
PDU and DDU;

SERIAL No.

CONFORMS TO THE FOLLOWING DIRECTIVE:
98/37/EC, 89/336/EEC, 73/23/EEC, 2000/14/EC

NOTIFIED BODY; AV Technology Ltd, AVTECH House, Birdhall Lane, Cheadle
Heath, Stockport, Cheshire. SK3 0XU. GB.

USES THE FOLLOWING STANDARDS:
BSEN12100-1: 2003

CONFORMS TO THE FOLLOWING STATUTORY INSTRUMENTS
THE SUPPLY OF MACHINERY (SAFETY) REGULATIONS 1992 &
AMMENDMENTS

COMPLIES WITH THE RELEVANT ESSENTIAL HEALTH & SAFETY
REQUIREMENTS OF THE MACHINERY DIRECTIVE

DECLARATION

| certify that on completion of manufacture of the machine detailed above that a full
conformity has been completed and relevant Health and Safety Requirements
complied with.

NAME: IAN MORRIS

STATUS WITHIN COMPANY:  TECHNICAL MANAGER

SIGNATURE: M
(]
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